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DESDE EL EQUIPO DE DCSIMRACING QUEREMOS DARLE
LAS GRACIAS POR ADQUIRIR NUESTROS PRODUCTOS

FROM THE DCSIMRACING TEAM WE WANT TO THANK
YOU FOR PURCHASING OUR PRODUCTS.
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IMPORTANTE

= Los productos DCsimracing no son un juguete . Esta prohibido el uso
de nuestros productos por menores de 14 anos de edad sin la
supervision de un adulto.

- Los pedales estan disenados para lugares cerrados protegidos de la
lluvia y no deben sumergirse en liquidos.

= No utilizar productos corrosivos para su limpieza que puedan danar
los materiales .

- Los materiales utilizados para su fabricacion no son daninos para la
salud , pero en caso de incendio los plasticos y gomas utilizados ,
pueden producir humos toxicos.

- Los productos que acaba de adquirir trabajan con una fuente
eléctrica y no se debe manipular ni invertir la polaridad . Antes de
realizar cualquier accion debe desconectar el ordenador.

- Siga las instrucciones de seguridad prestando especial atencion a las
partes moviles del producto para evitar posibles danos al
manipularlos.

- Los productos son unicamente para el uso en simuladores de
conduccion.

- Asegurese que estan bien sujetos a la superficie donde los monte y
anclados correspondientemente con los anclajes suministrados para
un buen funcionamiento.

IMPORTANT

- DCsimracing products are not a toy. The use of our products by minors
under 14 years of age without adult supervision is prohibited.

- The pedals are designed for indoor locations protected from rain and
should not be submerged in liquids.

- Do not use corrosive products for cleaning that could damage the
materials.

- The materials used for its manufacture are not harmful to health, but in the
event of a fire the plastics and rubbers used can produce toxic fumes.

- The products you have just purchased work with an electrical source and
should not be manipulated or the polarity reversed. Before performing any
action you must disconnect the computer.

- Follow the safety instructions, paying special attention to the moving parts
of the product to avoid possible damage when handling them.

- The products are only for use in driving simulators.

- Make sure they are well attached to the surface where you mount them and
anchored accordingly with the anchors provided for proper functioning.
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ESPECIFICACIONES GENERALES
GENERAL SPECIFICATIONS

Los pedales DC estan fabricados en acero inoxidable de 2 y 3mm de
espesor . Acero clase 304 al carbono , terminado con pintura en polvo.

- Ejes de giro o ejes de rotacion del pedal estan montados sobre

rodamientos de bolas de acero .

- Varillas hechas en acero inoxidable con roscas torneadas.

- Acelerador y embrague equipados con sensor hall magnético y freno

con célula de carga de 100 kg.
= Electronica Leo Bodnar 16 bits ( 65.535 pasos) con conexion a PC
mediante USB. (Calibracion a través del software propio de
DCsimracing )

= Impresion 3D de piezas como : de caja electronica, guias de varillas
en el freno y muelles de embrague y acelerador , soporte de sensor
hall.

= Tornillos y utensilios de anclaje en acero y hierro galvanizado.

- Soportes de montaje ( opcional ) en acero de 3mm de espesor
pintado en polvo testarudo , con ranuras para el ajuste de la posicion
de los pedales.

The DC pedals are made of 2 and 3mm thick stainless steel. Class 304
carbon steel, finished with powder paint.

- Spindles or pedal rotation axles are mounted on steel ball bearings.

- Rods made of stainless steel with turned threads.

- Accelerator and clutch equipped with magnetic hall sensor and brake with
100 kg load cell.

- Leo Bodnar Electronics 16 bits (65,535 steps) with connection to PC via
USB. (Calibration through DCsimracing's own software)

- 3D printing of parts such as: electronic box, brake rod guides and clutch
and accelerator springs, hall sensor support.

- Screws and anchoring tools in steel and galvanized iron.

- Mounting brackets (optional) in 3mm thick steel painted in stubborn
powder, with slots for adjusting the position of the pedals.
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THROTTLE
REGULATIONS

TALTURA / HEIGHT

2 INCLINACION / INCLINATION
3 RECORRIDO /ROUTE

4 DUREZA / HARDNESS
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